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CR Technical Specifications

  Model 
Dimensions (mm) Weight Maximum Torque Square

DriveA B C D E R Kg lbf.ft Nm

CR 1 42 115 28 65 70 24 4 1,000 1,360 3/4"

CR 1.5 50 140 30 65 90 25 6 1,500 2,040 1"

CR 3 52 175 40 90 92 35 8 3,300 4,488 1"

CR 5 65 180 45 95 120 37 13 5,800 7,888 1-½"

CR 7 65 207 58 112 120 45 16 7,400 10,060 1-½"

CR 11 83 222 66 130 138 45 22 11,000 14,960 1-½"

CR 15 95 230 70 140 172 52 31 15,000 20,400 2-½"

CR 20 97 265 74 157 175 62 44 21,000 28,560 2-½"

CR 30 115 290 80 175 185 69 54 32,000  43,520 2-½"

CR 50 145 320 90 200 230 85 103 50,000 68,000 3-½"

CR 80 172 416 100 258 272 100 178 80,000 108,800 3-½"

CR model hydraulic wrenches have square drives to enable easy • tment of impact sockets and ancillaries, making 
them highly adaptable for tightening and un-tightening bolts of all sizes.  Use the CR tooling in conjunction with a 
Christie air or electric driven, 10,000 psi power pack - All models are available to buy or hire.

Full steel construction ensures 
strength and integrity.

Steel design prevents corrosion 
in any environment.  Ideal for 
sub-sea and underground use.

Individual calibration graph 
supplied - traceable to 
National Standards

12 position reaction - non standard 
reaction arms available on request

Hexagon body (non splined) 
allows reaction directly onto 
the body

The CR range has the ability to be customised to supply one off 
specials to individual needs - typical application successes include 
sub-sea, blow out preventors, slew rings and studded/bolted • anges 
above and below ground.  Send Christies your application parameters 
and options will be offered.  
(Not all specials will be offered for hire)

Reversible operation

· No statement or data within this literature is warranted or guaranteed to be accurate.

Whilst every effort has been made to ensure the availability of the models and specifications within this catalogue, our policy of continuous improvement means specifications and models are liable to change 
without notice. We reserve the right to change the specifications and models available for sale or hire and to supply equivalent products where appropriate.
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