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LH Hydraulic Tooling
Technical Specifications

Model No.

Dimensions Min

Wt./ Kg
Max.A/F Torque Capacity

Psi
H L RA SA

ins mm ins mm mm mm ins mm Lbf/ft Nm

LH20K 5 127 11 280 12 * 6.5 2 51 2,000 2,720 10,000

LH30K 5-1/2” 140 12 304 15 * 9 2-3/4” 70 5,400 7,400 10,000

LH60K 6 152 13 330 20 * 14 3-1/2” 90 10,900 14,800 10,000

LH100K 8-1/2” 216 15 381 25 * 26 4-5/8” 120 18,000 24,000 10,000

* "SA" dimension is available on request

Static and ratchet 
arms available

Torque capacity 
up to 24,000 Nm

Arms up to 120mm across fl ats

Reacts fi rmly on the 
rim of the fl ange

10,000 psi 
working pressure

Christie’s LH hydraulic tooling solves the problem of limited height access on fl ange fi tting and maintenance by making 
the reaction point sit fi rmly on the rim of the fl ange

Use with Christie air or electric driven 10,000 psi 
power pack systems. Available to hire or buy

• No statement or data within this literature is warranted or guaranteed to be accurate.

Whilst every effort has been made to ensure the availability of the models and specifications within this catalogue, our policy of continuous improvement means specifications and models are liable to change 
without notice. We reserve the right to change the specifications and models available for sale or hire and to supply equivalent products where appropriate.
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