
Industry   Nuclear

 

Application
 

Calibration of tooling within a nuclear facility
 

Problem

Tools must be retained on-site rather than being sent       • 
away for checking and calibration

Solution

In-house, all encompassing and self-contained facility                
for checking tooling 

Features
 

Calibration Table, complete with:

Reaction arms and storage provision • 
Rundown Fixture with reaction posts      • 
Digital Readout with integral stand     • 
Storage area with lockable doors• 

 

Bene !ts

Customer has complete control over checking the torque    • 
accuracy of their tooling before a job is carried out
Convenience of in-house facility• 
Saves time & money • 

 

 Special Project Case Study
   Calibration Table

W.Christie (Industrial) Ltd
Christie!House,!Meadowbank!Road,!
Rotherham,!South!Yorkshire,!S61!2NF,!UK
Phone:!+44(0)1709!550088!!Fax:!+44(0)1709!550030
e:!info@wchristie.com!!!!w:!www.wchristie.com

For more information on the Rundown Fixture, 
please visit our website at 

www.wchristie.com/downloaditems/wchristie_f025.pdf
Alternatively, please contact us for further information

!C-RAD Pneumatic Torque Tool is for 
illustrative purposes and is

not supplied as part of the unit

 
Calibration Table as supplied

Calibration Table 
with C-RAD Pneumatic Torque Tool 
(not supplied as part of the table)


