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The WCA125KM, WCA3TM 
& WCA6TE can be used for:

commissioning• 
construction• 
routine maintenance• 
shutdowns/outages• 
testing• 
valve change-outs• 

OPERATING BENEFITS

saves time• 
saves cost• 
labour saving - allows for continuity of • 
work
safe operation• 
portable - ideal for remote locations• 
dispenses with need for cranes, tirfors & • 
hooks

The Christie range of precise, labour-saving 
! ange alignment tools will eliminate risks 
associated with traditional ! ange alignment 
practices. Simple, safe, modern solutions for 
linear or rotational misalignment of " xed ! anges. 
Set up time is minimal, taking just a few minutes 
to realign ! anges safely and quickly.

WCA6TE   (Hydraulic)

Suits all horizontal and vertical ! anges. Including • 
ANSI, API, BS, DIN & SPO
Designed for large diameter high-pressure ! anges• 
Suitable for offshore & onshore applications• 
Robust• 
Portable• 

WCA3TM  (Mechanical)

Suits all horizontal and vertical ! anges. • 
Including ANSI, API, BS, DIN & SPO
No power supply required• 
Suitable for offshore & onshore applications• 
Robust• 
Portable• 

WCA125KM (Hand)

Suits all horizontal and vertical ! anges. • 
Including ANSI, API, BS, DIN & SPO
Suitable for offshore & onshore applications• 
No power supply required• 
Robust• 
Portable - only 2.0 kgs (4.4 lbs)• 

Flange aligning force = 125 kgs (276 lbs)
Mechanical advantage of 5 to 1

Hand Flange Alignment Tool

Mechanical Flange Alignment Tool

Hydraulic Flange Alignment Tool

Flange aligning force = 3.3 T (33kN)

Flange aligning force = 6T (60kN)

FLANGE 
ALIGNMENT 
TOOLS



KIT COMPONENTS
1 x WCA3TM Tool
1 x 50ft/lbs (67.8 Nm) Torque 
      Wrench with 2mm Socket
1 x Instruction Manual
1 x Robust Carry Case with 
      Protective Foam Inserts

Gross Kit Weight 13.5 Kg (30 lbs)

KIT COMPONENTS
1 x WCA6TE Tool
1 x 10,000 psi (700 bar)
       6 T Hydraulic Cylinder
1 x 10,000 psi (700 bar)
       Hydraulic Hose 2m (78.75”)
1 x 10,000 psi (700 bar)
       HP350S Sealed Hand Pump
       with Gauge
1 x Instruction Manual
1 x Robust Carry Case
      with Protective Foam Inserts

Gross Kit Weight 27.5 Kg (60 lbs)

WCA3TM WCA6TE

Mini Gap Flange
Spreader
Unique double angled 
wedge with a spreading 
force of 6.8 T (68 kN) and 
requires an access gap of 
only 2mm.

Zero-gap Spreading 
Tools
Deliver a measurable, 
controlled force, for safe 
separation of ! ange joints 
with little or no access 
gap.

Hydraulic Vertical 
Lifting Wedge
Designed to lift or lower 
objects in a straight 
vertical motion. Operates 
with an access gap of only 
9.5mm.

Flange Spreading 
Wedges
Mechanical and hydraulic 
solutions to ! ange 
separation.

Other Product Ranges Available - Call W.Christie for further details

COMPONENT PARTS
1 x WCA125KM Tool
3 x Adaptor Bushes
1 x Instruction Manual

Gross Kit Weight 2.0 Kg (4.4 lbs)

WCA125KM

MINIMUM EXTENSION

MAXIMUM EXTENSION

MINIMUM EXTENSION MINIMUM EXTENSION

MAXIMUM EXTENSIONMAXIMUM EXTENSION
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