
 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 
 
 
 
 

 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 

Model 
Dimensions (mm) Weight Speed Torque Range (Nm) Square 

Drive A B C D Kg rpm Min Max 

VC-RAD 14 Select  304.8 63.5 73.7 203.2 4.0 8.8 140 1400 3/4” 

VC-RAD 20 Select  311.15 69.1 73.7 203.2 4.5 5.7 200 2000 1” 

VC-RAD 40 Select  342.9 79.4 79.4 203.2 6.2 2.7 400 4000 1” 

No statement or data within this literature is warranted or guaranteed to be accurate. 
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The VC-RAD Select Series of electric 
torque tools is easy to set-up and use, 
with no software or control cabinet 
needed. This range of tooling is an ideal 
choice where there is no supply of air or 
the supply is poor. 

 
 

 

 

Electric Torque Tool 

• Non-impacting 

• Easy digital torque setting in increments of 10 Nm 

• Available in either 110V or 240V version 

• Clear digital display with Pass/Fail indication 

• Equal power in forward and reverse 

• Simple plug and play 

• Quiet operation (less than 85 decibels) 

• Easy to handle – new lightweight, compact design 

• All tools are supplied with a dedicated calibration certificate 

• Supplied in weatherproof storage/carry case 
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Easy to use 
digital display 

See table 
below for 

dimensions  
& details 

New Model  
More Compact Design 


